SECTION 08830 



MIRRORS 

PART1 GENERAL 

1.01 SECTION INCLUDES 

A. Glass mirrors. 

1.02 REFERENCE STANDARDS 

A. GANA (GM) - GANA Glazing Manual; Glass Association of North America; 2004. 

B. GANA (TIPS) - Mirrors Handle with Extreme Care: Tips For the Professional on the Care and 
Handling of Mirrors; National Association of Mirror Manufacturers; 2004 
(http://www.mirrorlink.org/members/technical.htm). 

1.03 SUBMITTALS 

A. See Section 01300 - Administrative Requirements, for submittal procedures. 

B. Product Data on Mirror Types: Provide structural, physical and environmental characteristics, 
size limitations, special handling or installation requirements. 

C. Warranty: Submit manufacturer warranty and ensure that forms have been completed in 
VCCS's name and registered with manufacturer. 

1.04 QUALITY ASSURANCE 

A. Perform Work in accordance with GANA Glazing Manual for glazing installation methods. 

B. Fabricate, store, transport, receive, install, and clean mirrors in accordance with 
recommendations of GANA (TIPS) "Mirrors Handle with Extreme Care: Tips For the Professional 
on the Care and Handling of Mirrors." 

1.05 FIELD CONDITIONS 

A. Do not install mirrors when ambient temperature is less than 50 degrees F. 

B. Maintain minimum ambient temperature before, during and 24 hours after installation of glazing 
compounds. 

1.06 WARRANTY 

A. See Section 01 780 - Closeout Submittals, for additional warranty requirements. 

B. Provide five year manufacturer warranty for reflective coating on mirrors and replacement of 
same. 

PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Mirrors: 

1. Arch Aluminum & Glass Co., Inc: www.arch.amarlite.com. 

2. Binswanger Mirror/ACI Distribution: www.binswangermirror.com. 

3. Lenoir Mirror Co: www.lenoirmirror.com. 

4. Substitutions: See Section 01600 - Product Requirements. 



MIRRORS 

Rappahannock Community College Renovation 
Glenns and Warsaw, Virginia 



08830 - 1 
PC: 260-17712 
11/5/2009 



2.02 MATERIALS 

A. Mirror Glass - General: Select materials and/or provide supports as required to limit mirrored 
glass deflection to 1/200 or flexure limit of glass with full recovery of glazing materials, 
whichever is less. 

B. Mirror Glass: Clear float type with copper and silver coating, organic overcoating, square and 
lapped edges, 1/4 inch thick minimum. 

1 . Sizes noted on Drawings. 

2.03 GLAZING ACCESSORIES 

A. Mirror Adhesive: Chemically compatible with mirror coating and wall substrate. 
PART 3 EXECUTION 

3.01 EXAMINATION 

A. Verify that openings for mirrored glazing are correctly sized and within tolerance. 

3.02 PREPARATION 

A. Clean contact surfaces with solvent and wipe dry. 

3.03 INSTALLATION- GENERAL 

A. Install mirrors in accordance with GANA recommendations. 

B. Set mirrors plumb and level, free of optical distortion. 

C. Set mirrors with edge clearance free of surrounding construction including countertops or 
backsplashes. 

D. Frameless Mirrors: Set mirrors with adhesive, applied in accordance with adhesive 
manufacturer's instructions. 

3.04 CLEANING 

A. Remove labels after work is complete. 

B. Clean mirrors and adjacent surfaces. 

3.05 PROTECTION 

A. After installation, mark pane with an 'X' by using removable plastic tape or paste. 



END OF SECTION 
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